
BENIFITS

LENS: Optical grade distortion 
free 2mm polycarbonate  
LENS COATING: Crystal clear, 
fully dipped hydrophobic anti-fog / 

hard coat on Clear , Amber & 
Smoke. Hard coated on Silver 
Mirror

UV FILTRATION
100% UV 385 - Clear

100% UV 400 - Amber, Smoke,
   Silver Mirror

FRAME: High Impact 
Polycarbonate
NOSE BRIDGE: Moulded

TEMPLES: Co-Moulded TPV 
Rubber
WEIGHT: 23 grams
Fit: Medium

Clear | 110C
Lens Category : 0
Barcode : 9336208000087

FEATURED

General Indoor/ Outdoor work

Assembly
Production
Engineering
Emergency response
Hi glare outdoor environments

Medical / Laboratory 

Certified by SAI Global

Medium Impact 
AS/NZS 1337.1 : 2010

SPECIFICATIONS

STANDARDS

 © Copyright 2016 Scope Optics Pty 

MAIN FEATURES

Color coded “yellow” temples
Ultra light weight 
Soft and flexible co moulded temples

One piece moulded 8 base lens

Identifies size range for best fit
Extreme comfort 
Slip resistance and wearer comfort
Optical clarity and protection

Lite Boxa

APPLICATIONS MARKETS

Council / Parks
Construction
Rigging
Mining
Transport

Law Enforcement / Security
Dental
Schools 

Lite Boxa
Amber | 110A
Lens Category: 1
Barcode : 9336208000124

Liter Boxa 
Silver Mirror | 110SM
Lens Category : 3
Barcode : 9336208000148

Lite Boxa 
Smoke | 110S
Lens Category : 3
Barcode : 9336208000100

Scope recommends Aquaclean Plus
Anti Bacterial - Alcohol free lens 
cleaning products
AC100 (box of 100 pre moistened 
towelettes)
AC500 (box of 500 pre moistened 
towelettes)
AC500CS (Cleaning Station /500ml 
bottle/tissues)
Avoid cleaners with Alcohol / Ammonia 
content

LENS CLEANING

RANGE OPTIONS


